Little Fink - COTT Manufacturing

The LI"L ' II . cathodic protaction test station is a

2 or 3 lead version of the: Brg MK, Since 1977 its rugged, maintenance free consiruction has
served pipeline companies world wide. Manufactured by Cottinits Pittsburgh and Los Angales

factories, the UTTLE MINK® is available from Cott distributors

—

worldwide,

Features: - Hardware

o
CF Test Station =

Cap, Terminal Board
and Collect Nut made from ™
Makrolon® potvearbonate. One
of the toughest plastcs ;
Iyt wold,

Support Post ——__

COTTPipe® PE (Standard)
polyaihylena blend has ower =
20 years of proven durability. ; ;ﬁﬂ
COTTFi PC {opticnal)

podycarbonate is aveilable for

the toughest appleations.

Standard length & feet - avall-
abde 1o 40 leat,

W

Anchaor £ __i —

COTTPipe"” PE | easily
imstalled and prevents pullout.

Standard nickel plated brass or
oplional slainless steel lor guaran-
tead long service lile. Up o 3
termingls accessible Trom bobin
sides of the board,

“BCCeSS0MEes
All LTTLE MIRICT tarrminal boands
can accommodate COTTShunts®
Burndy connectars, Coll bandng’
shorting siraps, Bamana Jacks,

|ocking devices, Bghining aresions
and flange mounting brackats.

Colors

Fied, Orange, Yellow, Graan, Bilue,
Wihite and Black are stendard on
UTTLE MINK* and COTTPipe *
Any color is available as an option.

Sizes

Availabla in medels 2 fit % and
14" pipe.
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